
AUTHORIZATION TO MARK

This authorizes the application of the Certification Mark(s) shown below to the models described in the Product(s) Covered section when made in
accordance with the conditions set forth in the Certification Agreement and Listing Report(s). This authorization also applies to the Multiple Listee
model(s) identified on the correlation page of the Listing Report.

This document is the property of Intertek Testing Services and is not transferable. The Certification Mark(s) may be applied only at the location of the Party
Authorized to Apply Mark.

Applicant: ECO BIERZO COMPOSITE SL
Poligono industrial La Rozada, Parcela,2, calle Isaac Prado Bodelón
Paradones, Toral de los vados, Leon 24516
Spain

Contact: Diego Luciano Galban Hierro

Phone: +34 987 553 117 (545)

Email: d.galban@stacbond.es

Party Authorized to Apply Mark: See following page(s)

Evaluation Center: Intertek (Middle East)

Client Number: 438052

This document supersedes all previous Authorizations to Mark for the noted Report Number.

This Authorization to Mark is for the exclusive use of Intertek's Client and is provided pursuant to the Certification agreement between Intertek and its Client. Intertek's responsibility and liability are limited to
the terms and conditions of the agreement. Intertek assumes no liability to any party, other than to the Client in accordance with the agreement, for any loss, expense or damage occasioned by the use of
this Authorization to Mark. Only the Client is authorized to permit copying or distribution of this Authorization to Mark and then only in its entirety. Use of Intertek's Certification mark is restricted to the
conditions laid out in the agreement and in this Authorization to Mark. Any further use of the Intertek name for the sale or advertisement of the tested material, product or service must first be approved in
writing by Intertek. Initial Factory Assessments and Follow up Services are for the purpose of assuring appropriate usage of the Certification mark in accordance with the agreement, they are not for the
purposes of production quality control and do not relieve the Client of their obligations in this respect.

Testing Standard(s): CAN / ULC S102 (2018)

Product: ECO BIERZO COMPOSITE SL - STACBOND® Core A2

ATM for Spec Id: 81888 ATM Issue Date: 1/13/2026
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Listing Section(s): BUILDING PANELS
BUILDING MATERIALS WITH SURFACE BURNING CHARACTERISTICS

CSI Code(s): 07 42 13.23 Metal Composite Material Wall Panels

Description:

Product Description:

STACBOND® Core A2 is a 4 mm thick, metal composite material consisting of two nominally 0.50 mm
aluminum skins, bonded to both surfaces of an extruded mineral core with polyethylene filler with a nominal

density of 2200 kg/m3.
 
FLAME SPREAD RATINGS
 

Test Standard Flame Spread Smoke Development

CAN/ULC-S102 ≤25 ≤50
  Note: The flame spread and smoke development values apply to testing without a panel joint.
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Party(s) Authorized by Manufacturer To Apply Mark:

ECO BIERZO COMPOSITE SL (Poligono industrial
La Rozada, Parcela,2, calle Isaac Prado Bodelón,
Parandones, León)
Poligono industrial La Rozada, Parcela,2, calle
Isaac Prado Bodelón
Parandones, León 24516
Spain
Contact: Antonio Lopez Merino
Phone: 0034 987553117
Email: a.merino@stacbond.es

Party(s) Authorized by Other Parties To Apply Mark:

None

Report prepared for Diego Luciano Galban Hierro (ECO BIERZO COMPOSITE SL) on 1/15/2026 7:54:09 AM

ECO BIERZO COMPOSITE SL | 81888 | Rev: Jan 13 2026 11:51AM | Uncontrolled Copy Page 3 of 3


